
Im age Sensor 1 /4″  S O N Y  In terline  T ransfer C C D  

E ffective  P ixe ls  N TS C : 768(H )×  494(V ) 

S ensing  Area 3 .6m m × 2 .4m m  

S ignal S ystem  P AL /N TS C  

H orizon ta l Reso lu tion  480  TV  L ine 

B u ilt-in  Lens 30X , 3 .9 -85 .8m m  

M in im um  Illum ination  0 .05Lux  (W ith  externa l IR  LED  on  0  Lux) 

S ync. S ystem  In terna l 

S hutter S peed  1 /50(1 /60)--1/100, 000(s ) 

S /N  R atio  M ore  than  52dB  

O S D  E ng lish  

W hite  B a lance Auto  

Auto  co lo r to  B /W  Auto  co lo r to  W /B  

Focusing  S ystem  D ig ita l focus 

C ontro l In terface  L ine  C ontro l 

C om m unication  Port R 485 

V ideo  O utpu t 1 .0V p -p , 75Ω  (B N C ) 

In terna l C am era D C 12V /750m A  

V ideo  O ut V ID E O  O U T ( B N C  ) 

V ID E O  O U T ( B N C  ) 102×  57×  67  (m m ) 

Input vo ltage AC 24V  50& -60H Z  

Input P ow er P an /tilt 10V A  

H eater pow er AC 24V  22W  

H eat Action  R ange 
N O . 10* C  + /- 5  

O FF: 26* C  + /- 5  

Ang le  ava ilab le  P an : 0* - 350* tilt 0 *-90* 

M oving  ve loc ity P an  12* /s  tilt 12* /s  

L im ita tion  P an /tilt ad justab le  

M ax s ize o f lens  
Add ing  cam era 

7”  135x65x66m m  9” 170x75x70m m  
12” 238x80x75m m  

S tructure 
H ousing : D M C  P an /tilt: a lum inum  O ptica l 

cover: Aerylic  

 

30x Outdoor PTZ Dome 
480 TVL Day/Night

Specifications are subject to change without prior notice                                                                                                                                 iPTZC30DNSN 


